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railroad or railroad contractor shall re-
quire the use of foot protection when
the potential for foot injury exists.

[59 FR 30883, June 16, 1994]

§ 214.113 Head protection.
(a) Railroad employees working in

areas where there is a possible danger
of head injury from impact, or from
falling or flying objects, or from elec-
trical shock and burns, shall be pro-
vided and shall wear protective hel-
mets.

(b) Helmets for the protection of rail-
road employees against impact and
penetration of falling and flying ob-
jects, or from high voltage electrical
shock and burns shall conform to the
national consensus standards for indus-
trial head protection (American Na-
tional Standards Institute, American
National Standard Z89.1–1986, Protec-
tive Headwear for Industrial Workers).
This incorporation by reference was ap-
proved by the Director of the Federal
Register in accordance with 5 U.S.C.
552(a) and 1 CFR part 51. Copies may be
obtained from the American National
Standards Institute, 11 West 42nd
Street, New York, NY 10036. Copies
may be inspected at the Federal Rail-
road Administration, Docket Clerk, 400
7th Street, SW., Washington, DC, or at
the Office of the Federal Register, 800
North Capitol Street, NW., suite 700,
Washington, DC.

[57 FR 28127, June 24, 1992, as amended at 59
FR 30883, June 16, 1994]

§ 214.115 Foot protection.
(a) The railroad or railroad con-

tractor shall require railroad employ-
ees to wear foot protection equipment
when potential foot injury may result
from impact, falling or flying objects,
electrical shock or burns, or other haz-
ardous condition.

(b) Safety-toe footwear for railroad
employees shall conform to the na-
tional consensus standards for safety-
toe footwear (American National
Standards Institute, American Na-
tional Standard Z41–1991, Standard for
Personal Protection—Protective Foot-
wear). This incorporation by reference
was approved by the Director of the
Federal Register in accordance with 5
U.S.C. 552(a) and 1 CFR part 51. Copies

may be obtained from the American
National Standards Institute, 11 West
42nd Street, New York, NY 10036. Cop-
ies may be inspected at the Federal
Railroad Administration, Docket
Clerk, 400 7th Street, SW., Washington,
DC, or at the Office of the Federal Reg-
ister, 800 North Capitol Street, NW.,
suite 700, Washington, DC.

[57 FR 28127, June 24, 1992, as amended at 59
FR 30883, June 16, 1994]

§ 214.117 Eye and face protection.
(a) Railroad employees shall be pro-

vided and shall wear eye and face pro-
tection equipment when potential eye
or face injury may result from phys-
ical, chemical, or radiant agents.

(b) Eye and face protection equip-
ment required by this section shall
conform to the national consensus
standards for occupational and edu-
cational eye and face protection
(American National Standards Insti-
tute, American National Standard
Z87.1–1989, Practice for Occupational
and Educational Eye and Face Protec-
tion). This incorporation by reference
was approved by the Director of the
Federal Register in accordance with 5
U.S.C. 552(a) and 1 CFR part 51. Copies
may be obtained from the American
National Standards Institute, 11 West
42nd Street, New York, NY 10036. Cop-
ies may be inspected at the Federal
Railroad Administration, Docket
Clerk, 400 7th Street, SW., Washington,
DC, or at the Office of the Federal Reg-
ister, 800 North Capitol Street, NW.,
suite 700, Washington, DC.

(c) Face and eye protection equip-
ment required by this section shall be
kept clean and in good repair. Use of
equipment with structural or optical
defects is prohibited.

(d) Railroad employees whose vision
requires the use of corrective lenses,
when required by this regulation to
wear eye protection, shall be protected
by goggles or spectacles of one of the
following types:

(i) Spectacles whose protective lenses
provide optical correction the frame of
which includes shielding against ob-
jects reaching the wearer’s eyes around
the lenses;

(ii) Goggles that can be worn over
corrective lenses without disturbing
the adjustment of the lenses; or
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